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Guinnessovho svetového rekordu v Kuvajte - november 2012

Our electrical igniters were also used in achieving the New Guiness World Record

in Kuvajt November 2012



o EMP-NO-A

ELECTRIC IGNITER

EL. HLAVICKA MODEL N 0
MODEL EL. FUSEHEAD ®eccccccee

Biela - Typ NO - Nizka odolnost
White - Type NO - Low resistance

EMP-NO-A1 EMP-NO-A2
POPIS VYROBKU v
PRODUCT DESCRIPTION - ‘ ;
5 -

Vyrobok EMP-NO-A1 je elektricky palnik
s nizkou odolnostou proti Uinkom statickej
elektriny a u€inkom cudzej elektrickej energie.
Je vyrobeny z elektrickej hlavicky typu. NO N
(nizkej odolnosti) s pribodovanymi Cu
- medenymi vodiémi roznej dizlky. - f
Typ EMP-NO-A2 ma elektrickt hlavicku
uchytent v ochrannej plastovej krytke (varianty ' ¥ Previdzka 3 s ik
A,B,C,D). ' s
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The product named EMP-NO-A1 is an electric”
igniter of low resistance to the effects of static
electricity and to the effects of external electric
energy. It consists of an electrical fusehead type
NO (low resistance) with insulated Cu - copper Elektricky palnik pre ohnostraje EMP-NO
wires of differentlength.
Type EMP-NO-A2 has an electric fusehead
covered with safety plastic tube (versions A, B,
C,D).

Cislo / Ne.: PA 1395-0066/2013

EMP-NO-A2, EMP-SO-A1, EMP-S0-A2

Elektrické palniky sa pouZivaju k tomu, aby
po elektrickej iniciacii svojim  iskrovym
plameriom zapalili napr. stopinu, ¢ierny prach,
pyrotechnické zloZe a pod.

Jedna sa o bezpecny a spolahlivy vyrobok
uréeny pre pouzite na profesionalne
ohnostroje a pyrotechnické efekty v exteriéri
i interiéri (napr. divadlo, film, TV, hudobné & -
skupiny a pod.).




aemcnnic - FMP-S0-A

ELECTRICIGNITER

EL. HLAVICKA MODEL S0
MODEL EL. FUSEHEAD eeecsccene

ZIta - Typ SO - Stredna odolnost
Yellow - Type SO - Medium resistance

EMP-S0-A1 EMP-50-A2

POPIS VYROBKU

PRODUCT DESCRIPTION

Vyrobok EMP-SO-A1, je elektricky palnik
strednej odolnosti so zvy$enou odolnostou
proti statickej elektrine a proti u¢inkom cudze;j
elektrickej energie. Je vyrobeny z elektricke;j
hlavicky typu SO (stredna odolnost) s
pribodovanymi Cu - medenymi vodicmi rézne;j
dizky.

Typ EMP-SO-A2 ma elektricki hlavicku
uchytenu v ochrannej plastovej krytke (varianty
A B, C,D).

The product named EMP-S0-A1, is an electric
igniter of medium resistance with increased
resistance to the effects of static electricity and
to the effects of external electric energy. It
consists of an electrical fusehead type SO
(medium resistance) with insulated Cu - copper
wires of of different length.

Type EMP-SO-A2, has an electric fusehead
covered with safety plastic tube (versions A, B,
C,D).

Electric igniters are used to ignite with their
sparkling flare after electric initiation fuses,
black powder, pyrotechnical compositions
etc.

These products are safe and reliable
and they are determined to be used for
professional fireworks and pyrotechnical effects
in outdoor and indoor (theatres, movies, TV,
musical events etc.).




TECNICKE UDAJE
TECHNICAL SPECIFICATIONS

TYP EL. HLAVICKY
TYPE OF EL. FUSEHEAD

CRC R N R B I B )

material dutinky
Hollow material

material zatky. .....................
Plug material

privodny vodié¢
Lead wire

dizky vodicov
Wire lengths

farba vodica
Wire colour

odpor el. hlavicky

Fusehead resistance

maximalny odpor el. palnika
Maximal ohmic resistance of igniter

bezpeény prud

No firing current

roznetny prud
Firing current

odolnost’ proti statickej elektrine
Static power resistance

bezpeény impulz
No firing impuls

zazehovy impulz
Firing impuls

elektricka pevnost’
Electrical resolutess

odolnost’ proti vodnému tlaku
Water pressure resistivity

teplotny rozsah
Temperature range

zarucna doba
Guaranty

doba spotreby v pévodnom obale
If in original untouched pack, use before

EMP-NO-A

termoplast / thermoplastic
termoplast / thermoplastic
Cu; @ jadra 0,5mm /Cu; core diam. 0,5mm
2m (0,3m; 0,5m; 1m; 1,5m; 3m; 4m; 5m)

rozna / different

0,18A (po dobu 5 min.) / 0,18A (for 5 min.)
1 A (impulz 4ms) alebo 3 A (impulz 1ms)
1 A (pulse 4ms) or 3 A (pulse 1ms)
4kV/C-300pF

2 kPa (pocas 3 hod.) / 2 kPa (for 3 hrs)
-20 °C az / to +40 °C
12 mesiacov od dodavky /

12 months after date of delivery

24 mesiacov od datumu vyroby
24 months after date of manufacture

CE€ses

EMP-SO-A

termoplast / thermoplastic

termoplast / thermoplastic

Cu; @ jadra 0,5mm /Cu; core diam. 0,5mm
2m (0,3m; 0,5m; 1m; 1,5m; 3m; 4m; 5m)
rézna / different

0,48-0,52 Q2 alebo / or (0,52-0,56Q2)

1Q

0,45A (po dobu 5 min.) / 0,45A (for 5 min.)

212A/4ms

212A/4ms

4 kV/C -2000 pF

gmJQ"

16mJQ"

1,5 kV

2 kPa (pocas 3 hod.) / 2 kPa (for 3 hrs)
-20 °C az / to +40 °C

12 mesiacov od dodavky /

12 months after date of delivery

24 mesiacov od datumu vyroby
24 months after date of manufacture
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TYPY VODICOV
TYPES OF WIRES

— Y ==
vodice separatne vodice zdvojené
wires separate wires duplex
XCYLO0,5/1,35 XCYL 2x0,5

KONCE VODICOV
WIRES' ENDS

(iastotne odizolované, potiahnuté Odizolované vodice Ciastoéne odizolované Vodice skratované skritenim Vodice skratované PVC trubickou
a skratované skritenim Insulated wires a potiahnuté Wires short circuited by screwing Wires short circuited with
Partial insulated, covered and Partial insulated and covered PVCtube

short circuited by screwing

VARIANTY OCHRANNYCH KRYTIEK
ALTERNATIVES OF PROTECTED COVERS

A

Transparentna s otvorom pre stopinu Transparentnd buzirka Biela PVC Biela PVC s iskristom
Transparent with hole for fuse Transparent elastic cover White PVC White PVC with hole for sparkling



BALENIE
PACKING

Rozmer kartonu: 350 x 280 x 205 mm
Size of carton

1 karton = 8 krabiciek
1CTN = 8 packing

Dizka vodicov 0,3m 0,5m m 1,5m 2m 3m 4m 5m
Length of wires

Balenie ks/karton 2400 1200 960 800 600 360 320 240
Packing pcs/CTN

BRUTTO kg 7,5 6,3 9,0 9,6 11,1 9,8 9,8 9,9
NETTO kg 6,0 4,8 7,5 8,1 9,6 83 8,4 8,4
NETTO PYRO kg 0,096 0,048 0,0384 0,032 0,024 0,0144 0,0128 0,0096

DOPRAVA A OZNACENIE PODLA ADR .......... UN 0454, 1.4S
TRANSPORT AND MARKING ACCORDING TO ADR

PRISLUSENSTVO
ACCESORIES

XCYL 2x0,4

Kotiic so zdvojenym kablom/Roll with duplex wire

XCYL 0,5/1,3

Kotu¢ so separatnymi kablami/Roll with separate wires

Adresa/Address: Tel.: ++421 (0) 42 4440779
PSS LIESKOVEC 1453, P. 0. BOX 88 Fax: ++421 (0) 42 4475034
018 41 DUBNICA NAD VAHOM E-mail: privatexpyro@privatexpyro.sk

SLOVAKIA www.privatexpyro.sk
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